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The MMD-1x1 is a plug-in multi-phase piezo driver module for OEM applications. It is 
available with a 24-48 V supply voltage range, and is open-loop only. Speeds up to 2 
mm/s are achievable. The MMD-1x1 is controlled through industry standard pulse and 
direction input signals.

K E Y   F E A T U R E S
Ultra-compact, multi-phase piezo driver (1.25” x 1.25”)

Speeds up to 2 mm/s

Plug-in design suitable for easy integration into customer board

Open-loop resolution of less than 1 nm
Industry standard pulse and direction input signals

1

1 nm (open loop)

2 mm/s

1.25” x 1.25“

T E C H N I C A L   D A T A
Axes

Motor type

Speed, max

Dimensions

Interface

Resolution

Piezo Motor, PM-002

Pulse/Direction

24-48 VSupply voltage

O R D E R I N G   I N F O R M A T I O N

A X E S 1 Axis .................................................................... 01

MMD-1x1- 0 01

S U P P L Y   V O L T A G E 24 V ....................................................................... 24

48 V ....................................................................... 48
: :

Pin #

A-6
A-5
A-4
A-3

A-1
A-2

A-7
A-8
A-9

Function

Reserved

GND

GND

A-10

Pulse 

Dir 

24-48V 0.5A

+3.3V 1A
(LVTTL)

(LVTTL)

I/0 Spec

Reserved

Reserved
Reserved

0.64

6.2
4

4.1
4

2.5
4

8.1
3

31.75

27
.94

31
.75

4.45 2.54

CL

Pin A-1

Pin B-1

Pin #

B-6
B-5
B-4
B-3

B-1
B-2

B-7
B-8
B-9

Function

Reserved

PH-1 ret

B-10

PH-2 out

Spare

NC-key

PH-1 out

I/0 Spec

Reserved

Reserved
Reserved

PH-2 ret

v 2.3

Supply voltage range 24-48 V (factory con�gured)

Not recommended for new designs


