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ISOMETRIC VIEW NOT TO SCALE 

CL

CL

NOTES:
BRACKET IS NOT TO BE USED ON L 30 CARRIAGE, BRAKCET COMPATIBLE IS AS FOLLOWS:

MOUNT BRACKET ON L20 CARRIAGE AND MOUNT L20 STAGE ON BRACKET FOR XY1.
MOUNT BRACKET ON L20 CARRIAGE AND MOUNT L30 STAGE ON BRACKET FOR XY2.

PART NUMBER MATERIAL FINISH
430757-001 6061-T6 ALUMINUM NONE
430757-101 6061-T6 ALUMINUM BLACK ANODIZED

OTHER MATERIALS AVAILABLE 
UPON REQUEST

REVISIONS

REV DESCRIPTION DATE BY APPR

A CREATED DATASHEET TO MATCH REVISION A BRACKET 03/08/2023 CH

B ADDED MOUNTING CLARIFICATION NOTES 1/2/2024 DR
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430757-DATASHEET-B PP-18, XY Bracket, L20 to L20, and L20 to L30

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS DOCUMENT 

IS THE SOLE PROPERTY OF MICRONIX USA, LLC. 
DISCLOSURE, DUPLICATION, OR ANY OTHER USE IN 
PART OR AS A WHOLE WITHOUT THE PRIOR WRITTEN 
PERMISSION OF MICRONIX USA, LLC IS PROHIBITED.

TOLERANCES:

METRIC
HEAT TREATMENT

NONE

PP-18 XY-BRACKET, 20&30 MM, DATSHEET
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